


SPECIFICATIONS

Input Voltage 
6 Amp - 110V NA

3 Amp - 220V EU/AUS

Dimensions 61 cm L x 25 cm W x 53 cm H

Weight 22 KG

Tumbler Diameter 14 cm

Cuts Per Minute 20,000

Blades Per Reel 7

Warranty 10 years

SPECIFICATIONS

Input Voltage 
7 Amp - 110V NA

3.5 Amp - 220V EU/AUS

Dimensions 76 cm L x 33 cm W x 71 cm H

Weight 41 KG

Tumbler Diameter 16.5 cm

Cuts Per Minute 37,500

Blades Per Reel 11

Warranty 10 years

SPECIFICATIONS

Input Voltage 
6 Amp - 110V NA

3 Amp - 220V EU/AUS

Dimensions 64 cm L x 25 cm W x 89 cm H

Weight 29 KG

Tumbler Diameter 16.5 cm

Cuts Per Minute 25,000

Blades Per Reel 11

Warranty 10 years

SPECIFICATIONS

Input Voltage 
12 Amp - 110V NA

6 Amp - 220V EU/AUS

Dimensions 41 cm L x 34 cm W x 34 cm H

Weight 9 KG

Horse Power 1 hp

Airfl ow Capacity 1800 CFM

Warranty 3 years

SPECIFICATIONS

Input Voltage 
15 Amp - 220V NA

15 Amp - 220V EU/AUS

Dimensions 47 cm L x 51 cm W x 51 cm H

Weight 53 KG

Horse Power 3 hp

Airfl ow Capacity 2,750 CFM

Warranty 3 years

SPECIFICATIONS

Input Voltage 
14 Amp - 110V NA

7 Amp - 220V EU/AUS

Dimensions 48 cm L x 48 cm W x 41 cm H

Weight 35 KG

Horse Power 1.5 hp

Airfl ow Capacity 2000 CFM

Warranty 3 years

SPECIFICATIONS

Input Voltage 
13 Amp - 110V NA

3.5 Amp - 220V EU/AUS

Dimensions 91 cm L x 91 cm W x 71 cm H

Weight 102 KG

Tumbler Diameter 16.5 cm (x3)

Cuts Per Minute 140,000

Blades Per Reel 11 (x3)

Warranty 10 years

SPECIFICATIONS

Input Voltage 
7 Amp - 110V NA

3.5 Amp - 220V EU/AUS

Dimensions 76 cm L x 64 cm W x 71 cm H

Weight 75 KG

Tumbler Diameter 16.5 cm (x2)

Cuts Per Minute 75,000

Blades Per Reel 11 (x2)

Warranty 10 years

SPECIFICATIONS

Input Voltage 
34 Amp - 220V NA

34 Amp - 220V EU/AUS

Dimensions 76 cm L x 64 cm W x 69 cm H

Weight 79 KG

Horse Power 6 hp

Airfl ow Capacity 5,000 CFM

Warranty 3 years

SPECIFICATIONS

Input Voltage 
22 Amp - 220V NA

22 Amp - 220V EU/AUS

Dimensions 48 cm L x 56 cm W x 58 cm H

Weight 48 KG

Horse Power 4 hp

Airfl ow Capacity 3,500 CFM

Warranty 3 years

    

REPLACES

2-3
HUMAN WORKERS

BUCKS DRY

  4+
KG/HR

BUCKS WET

  20+
KG/HR

GC1 - SPECIFICATIONS

Input Voltage 
6 Amp - 110V NA

3 Amp - 220V EU/AUS

Workers Needed 1

Warranty 2 years

GC3 - SPECIFICATIONS

Input Voltage 
25 Amp - 110V NA

9 Amp - 220V EU/AUS

Workers Needed up to 3

Warranty 2 years

HP1 - SPECIFICATIONS

Input Voltage 
5 Amp - 120V NA

2.5 Amp - 240V EU/AUS

Gear Driven Motor 0.75 HP

Workers Needed 1

Warranty 2 years

HP3 - SPECIFICATIONS

Input Voltage
15 Amp - 120V NA

7.5 Amp - 240V EU/AUS

Gear Driven Motor 3 x 0.75 HP

Workers Needed up to 3

Warranty 2 years

REPLACES

6-9
HUMAN WORKERS

BUCKS DRY

  12+
KG/HR

BUCKS WET

  60+
KG/HR

REPLACES

5-7
HUMAN WORKERS

BUCKS DRY

  16+
KG/HR

BUCKS WET

  80+
KG/HR

REPLACES

15-21
HUMAN WORKERS

BUCKS DRY

  48+
KG/HR

BUCKS WET

  240+
KG/HR
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